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YO-100 MONITORSCOPE 
Pore rION MANUAL 


GENERAL 


The model YO-100 Monitorscope is a measuring equipment 
for radio amateur use. This instrument consists of a monitor of 
"on the air'' signal and an oscilloscope. A two tone signal generator 
is buit-in for single sideband transmitter adjustment. The main 
function of the monitorscope is to monitor the transmitted signal on the 
scope, and it can also be used to observe the signal received with an 
optional receiver adaptor kit. The cabinet and front panel design of 


the YO-100 matches that of FT-101/277 and FT-201 series of 
amateur SSB equipment. 


SPECIFICATIONS 


VER TIGA TVA ME Bir TER 


input lmpedancems-— 6-87 esa ms 500 Killo Ohms 


Sensitivity ----------- 200 mV RMS/DIV 
5 mVRMS/DIVat 3.18 MHz 


Frequency Response = = - = - - LO HizetostOsilize Se oed 
(Direct 1 - 60 MHz) 


HORIZONTAL AMPLIFIER 


InputelmpedanGeCm.-— sm 500 Killo Ohms 
Sensitivity = = - =~ === ----— 300 mV RMS/DIV 
Frequency Response - - - - - - LOW1z toulorkKHizes 31d 
Sweep frequency.) —)- —)--a-5- 10 Hz to 10 KHz variable 


TONE GENERATOR 


Frequency ---------=- 1500 Hz and 1900 Hz approximately 


Output Voltage --------- 50 mV nominal 


TRANSMITTER MONITOR 


Frequency Coverage - - - - - - 1.8 MHz to 60 MHz 
Input Impedance - ----- - - D0ito, 75>) Ohnis 
Signal Power Limit ---- - - 10 Watts to 1 Killo Watts 
GENERAL 
Power Requirement - - - - - - 100/110/117/200/220 or 234 Volts AC 
at 50/60 Hz, 35 Watts 
Size -------+--+----- 210° (W)ix ES 0s( Ex 2908(D) emir 
Weight ------------- 6 Kg approximately 


ACCESSORIES 


Coax Cable (1) -------- 5D2V both ends with coax plug 


Cee (CSG) a FS Ee RG-58A/U with one end coax and 
the other end RCA plug 


Shielded Wire (2) 
RCA Plug (2) 
Fuse 1A (3) 
Alignment Tool (1) 


CONTROLS & SWITCHES 


Prior to using the monitorscope, it is recommended to 
understand thoroughly the function of each control and switch described 


below: 
1 Zz. 
MONITOR SCOPE 
Via rocus-@-asti¢ INTEN SWEEP 
Cy a 
H.POSITION V.POSITION 4 
"SWEEP INT? ; 
TRAP RTTY 100 1K 10K H. GAIN V.GAIN 
7 
YQ-100 YAESU MUSEN 
8 6 7 
Bere Cie met 
PP OCUS —ASTIG - These controls are used to adjust 


thescleateandechatpytrace mL nere may 
be some interaction between these 
controls and INTENSITY control. 
Majust thenietOr thescrearest trace: 


i) INGEN Sie - This control varies the brightness 
of the patternyon. thers cOperscrecu: 
Excessive brightness may buraithe 
phosphor on the face of the CRT 
(Cathode Ray Tube). 


a2) SWEEP ERE ® - This control adjusts the sweep 
frequency for the desired display. 


4.4 =H POSTION - This control determines the 
horizontal position of the displayed 
pattern, 


Sey Veet © Ss LION - This control determines the 
vertical position of the displayed 
pattern: 


6. H. GAIN - This control is used to vary the 
gain of the horizontal amplifier. 


‘Co eaves G ATTN = ) Uhis controliis usedstosvaryatiic 
gain of the vertical amplifier. 
When the monitorscope is used 
as monitor, the pattern height can 
not be varied) by, this=controly ae iive 
transmitted signal pattern can be 
varied by the attenuator located on 
the rear apron of chassis. 


8. FUNCTION SWITCHES 


POWER - Press to power ON or OT: 
TONE - Press to two tone generator ON. 
CLAMP - With the mode switch ins] RAE lor 


RTTY position, this switch may be 
pressed to protect the phosphor 
from burn-out when the input signal 
1Senot presene. 


Vv; IN = oelectithe vertica lwinputae audio or 
to IF signal. 


9. MODE SWITCHES 


TRAE - This switch is pressed for trapezoid 
pattern to check the amplifier linearity. 


tel ay: eeliices Witch isepressea tor Rl Y 
Cross pattern. 


SWEEP INT - This switch is used to change 
sweep frequency. 


INSTALLATION 


The monitorscope may be installed side by side with radio 
communication equipment for transmitter or receiver signal monitoring. 
The YO-100 monitorscope is designed to be used in many areas of the 
world using the power line supply voltage that may differ from the 
Operator's local supply voltage. Therefore, before connecting the AC 
Fordsto the power outlet, be sure that the voltage marked on the rear 
of the monitorscope agrees with the local AC supply voltage. 


GeawUrlLoOwN 


PERMANENT DAMAGE WILL RESULT IF IMPROPER 
Meu PE WY VOLTAGE IS APPLIED TO THE MONITORSCOPE. 


INI AIG or DT TING OF THE CONTROLS 


The following set-up procedure is required prior to operating 


tiesmonitors cope. 


HOCUS No liGi =; wc) $212 0' clock position 

GNESI SF a ee 3 3 " 

SWB eFPEREOe . . ... 2 12 uw ie 

i EO oh ON ae 5.8 oe pele yy 4 

Nee C OSIM ON 2.58.20 he = ee 3 i 

Pier ieee aera oe ul ly. counter-clockwise 
Viel ha ewer as woeerully counter-clockwise 
MO De ore so WiLW PIIN DT lhoodepressed 


Depress the POWER switch and wait until a bright trace is 
present on the screen of the scope. Adjust the INTEN control fora 
proper brightness. Excessive brightness for prolonged period of time 
may burn the phosphor on the Chw screen: 


Adjust the FOCUS-ASTIG controls for a clear and sharp trace. 
There is an interaction between these controls and INTEN control. 
Therefore, adjust them for the best focus at the desired brightness. 


Adjust the H. POSITION and V, POSITION to bring the spot 
to the center of screen. Rotate the H. GAIN control and observe that 
the spot produces a horizontal line in the center of the screen. 


OPERATION 


TRANSMITTER MONITORING 


The following instructions are for the transmitter having 
50 - 75 ohm coaxial output. 


(1) Connect the RF output of the transmitter (transceiver) or linear 
amplifier to either coaxial connector marked ANTENNA on the 
rear of the monitorscope as illustrated in Figure 2. CGonnect the 
dummy load or antenna to the other coaxial connector marked 
ANTENNA. 


(2) Set the TX ATT (Transmitter Attenuator) switch fully clockwise 
for a minimum coupling. 


(3) Push the POWER switch of the monitorscope and adjust the controls 
as described in the initial adjustment procedure. 


(4) Turn on the transmitter and adjust the TX ATT, H. GAIN and SWEEP 
FREQ controls for the desired pattern display. 


(5) Internal tone generator signal may be used for SSB or AM trans- 
mitter with the shielded cable. Use either of 1500 KHz and 1900 
KHz for signal tone test. In SSB transmission, press down both 
1500 KHz and 1900 KHz push buttons for two tone test. 


(6) Refer to the patterns on page 7 for the evaluation of the transmitted 
signal. 


Antenna or 
Dummy Load 


SSB 
O Transmitter 


WitG. sack 


[> 


Microphone 


Figure 2 


be 


The followings are typical transmitted signal patterns displayed 
Onethe monitorscope screen when itis connected as Figure Z. 


CRA Novi TED SIGNAL PATTERNS 


(cy (D) 


(E) (F) 


Figure 3 


(A) SSB signal voice modulated. Correctly adjusted. 


(B) SSB signal voice modulated. Excessive mic gain or insufficient 
loading. Flat topping is seen. 


a 


Pure CW signal. 

CW signal with hum and key click. 

SSB signal two tone modulated. Correctly adjusted. 
SSB signal single tone modulated. Carrier leaking. 


SSB signal single tone modulated. Correctly adjusted. 


Reo LRA REZ © PDE Eos 


Set up the monitorscope and the transmitting equipment as 


illustrated in Figure 4 for linearity test of the RF amplifier. The 
patterns from this test is called as trapezoid pattern. Press down the 
TRAP switch on the ftront pane. 


(1) 


Connect a coaxial cable from the output of the exciter to J5 
connector marked EXCITER and connect the other connector J6 
to the input of the linear amplifier under test with a coaxial cable. 


Connect a coaxial cable from the RF output connector of the linear 
amplifier to either ANTENNA connector oni themmonitors cope: 
Connect the dummy load or antenna to the other ANTENNA connector 
of the monitorscope. 


Connect a shielded cable from the TONE OUT Jl of the monitorscope 
to themmircrophone: input or twerexciter: 


Push the POWER switch of the monitorscope and adjust the controls 
as described in the initial adjustment procedure. 


Turn on the exciter and linear amplifier and adjust the TX ATT 
switch and H.GAIN control of the monitorscope for the desired 
pattern display. 


Refer to the patterns on page 9 for the evaluation of the linearity 
of the linear amplifier under test. 


NOTE : To avoid the burn-out of the screen phosphor when there is 


no output from the transmitter, the CLAMP switch may be 
pressed to deflect the bright spot off the side of the screen. 


r Antenna or 
Dummy Load 


EXCITER 


J6 ANTENNA 


Figure 4 


ze 


TRAPEZOID PATTERNS 


Figure 5 


(A) Good linearity. 


(B) Modulation less than 100% and good linearity. 


Non-linear pattern indicating overdrive, insufficient antenna 
loading, grid clrrent curvature Or regenecrarton. 


Non-linear pattern indicating regeneration or excessive grid 
bias. 


Non-linear and parastic oscillation on modulation peak. 


Unmodulated carrier. 


Ri iy CROSS eL eS. 


(1) 


(4) 


Connect a shielded cable from the mark terminal of the RTTY 
terminal unit to the HORIZ input J4 and the other cable from the 
space terminal to the AF (vertical input) J2 of the monitorscope, 
as illustrated in Figure 6. 


Set the front panel controls as described in the initial-adjustment 
procedures. Make sure that V.IN push button switch on the front 
panel is at out (AF) position. Push the RTTY switch in and press 
the CLAMP switch down to protect the screen phosphor from burn- 
out. 


The mark and space output of the terminal unit should be adjusted 
for an equal output when the receiver is proper! ytunedri LO 
check the equal output, insert the mark and space signal alternately 
into the vertical input of the scope and adjust the balance poten- 
tiometer of. the terminal unit until the equal heightseobtaimeca. 


After the setting of the balance potentiometer for equal outputias 
described above, adjust the V{GAIN and H, GAIN controlsttor the 
cross pattern of equal length of horizontal and vertical trace. 
Once the desired pattern has been set, the gain controls on the 
monitorscope should not be changed. 


Oue 


Space Voltage 


Mark Voltage 


Riel -y* Converter 
Terminal Unit 


Receiver 


Figure 6 


Re ayer AE LE RNS 


(A) (B) 
(D) (E) 


PIU Te. 


(C) 


Mark only. 

Space only. 

EP @ivesional properly shifted and the receiver correctly tuned. 
imecorrect-shitt' space tuned in. 


Incorrect shift mark tuned in. 


earl ace 


RECEIVER MONITORING 


The YO-100 monitorscope can be used with a receiver that 
has one of the following IF frequencies: 50 to 150 KHz or 3180 KHz. 
A kit is available for the receiver with 455 KHz or 9 MHz IF frequency. 


The scope should be connected to the last IF stage of the 
receiver as illustrated in Figure 8 and Figure 9. The coupling capacitor 
must be as.small as possible to avoid the effect to the IF tuning circuit 
of the receiver. The capacitance of approximately 2 pf is used for 
proper pattern with maximum vertical gain setting. For this measure- 
ment, set the V.IN switch to lF position, SWEEP INT to 100 Hz, and 
TRAP to OFF position. The 1F input.circuit of the YO-1000 Ss tunedite 
3180 KHz which is the common IF frequency of FT-101/277 and 
FT-400/401B/505 series SSB equipment. The FR-400/500 and 
FR-50B have the IF frequency of 455 KHz and the FT-200/250, FT-201 
and FT-501 have 9 MHzIF. For these equipment, an optional input 
circuit is available through your dealer. 


FT-101 MODIFICATION 


Chemical 


C) Condenser 


[ Use coax cable 
: IF P.B. I 1. 5D2V or 
Put insulating tape PBeniles 1. 7C2V 


to avoid the wire to 
contact to the 
printed board. 


md Eee 


-FT-400/401/B MODIFICATION 


1/7 
MLL III 775 


E ALLITZTTZIITF} 
LNA hee as 
G 160W V334F a 

@ Chemical OK 


Condenser 


(e) 
NON 
ERR OF E-ENe en ap ae Gu 
0 ee gs fe ee 
i P5n2ev ice. Use coax cable. 


Ensure that wiring 
does not touch to 
the printed board. 


(FT—101E) 


ID Yeager 


The received pattern may not be idential to the transmitted 
Datlcrm eas taesreceived signal passes through a sharp filter in the 
receiver IF section and also is affected by the receiver AGC section. 
The bandwidth of the receiver IF filter affects the display of the actual 
transmitted signal. The IF bandwidth is required 10 times of the 
actual modulated signal in order to prevent the distortion. This means 
that a 3 KHz filter can only produce 300 Hz signal without distortion. 
Therefore, attention must be paid, as the flat topping SSB signal may be 


a] <3 o 


displayed as if it were acceptable on the RE envelope patter we: leacc 
refer tov igure sO: 


With the AGC ON, the leading portion of the waveform may 
be displayed with higher amplitude than normal. This problem can be 
avoided when the receiver AGC is turned off and the RF gain is reduced 
sufficiently to prevent over loading. 


RECEIVER PATTERNS (1000 - Severe Flat Topping) 


Signal at Receiver Bandwidth 
pies 3 KHz 6 KHz 16 KHz 
Jpagenuiners: « AK0) 


OSCILLOSCOPE USE 


The YO-100 monitorscope can be used as a conventional 
oscilloscope for test applications. For these applications, thes! ht 
and CLAMP switches must be set to OFF position, and V.IN switch to 
AF position. 


In addition to the use of the monitorscope described above, 
much information may be found in ''The Radio Amateur Hand Book"! 
published by ARRL. 


CIRCUIT DESCRIPTION 


The block diagram may be helpful to understand the performance 
of the monitorscope. Please refer to the block diagram on page 20. 


my ie 


TRANSMITTER MONITORING 


When the transmitter signals are connected to a 50 to 72 ohm 
transmission line which is terminated with matched load, ten to several 
Killo Watts signals can be monitored on the scope. 


A portion of the transmitter power is sampled from the feed 
line when the transmitter's antenna feed line is coupled to the antenna 
connector of the monitorscope. The RF voltage is applied to the 
vertical deflection plate through the attenuator switch in order to obtain 
proper height on the CRT screen. 


RECEIVER MONITORING 


When the V.IN switch is pressed to IF position and the input 
circuit is properly wired so that the input circuit is turned to the 
receiver IF frequency, the receiving signal can be observed in the 
following way. 


The signal is sampled when the last stage of the receiver 
IF amplifier is properly connected to the monitorscope input J3 (IF Jack) 
from the IF stage of the receiver and then applied to the first IF amplifier 
Q1 (2SK19GR) through V. GAIN control potentiometer VR2. 


The second IF amplifier tube (l2BY7A) amplifies the signal 
Patiemoumictent levelstoiproduce proper pattern on the screen. The 
amplified signal is applied to one of the vertical deflection plates through 
function switch. Inductance L2 and L3 are tuned to the IF frequency of 
tiesreceiyecr, 


MoOorthceatdvosstonalesuch assR I TY mark or space, the 
signal is applied to the J2 vertical input jack and fed to the grid of a 
vertical amplifier tube V1 (12BY7A) through the gain control potentio- 
meter VR1. The V1 works in configuration of resistance coupled 
amplifier and amplifies the signal to the sufficient level to produce 
proper pattern on the screen. The cathode circuit of Vl and V2 is 
opened by the function switch Sle when it is not in use. 


= ee 


HORIZONTAL Gin Gur 


The voltage applied to the horizontal deflection plate is 
selected by the mode switch. When the TRAP (trapezoid) switch is 
pressed, the input signal from J5 and J6 is rectified by V5 (6AL5) and 
applied to the grid of V3a (12AT7) through the H.GAIN control VR8. 

The amplified signal by V3a is then fed to the horizontal deflection plate 
through C20. With the RTTY switch pressed position, the input signal 
from J4 is ‘directly fed to the grid of Vsathrough 3H, GAlNeconrrol 


The SWEEP INT switch selects the frequency of internal sweep 
oscillator. The sweep frequency is varied from 10 Hz to 10 KHz with 
the switches marked 100, 1K, 10K (Hz) and the potentiometer marked 
SWEEP FREQ on the front panel. Q201 - Q205 generate sawtooth signal 
for the detlection plate: 


CLAMP CIRCUIT 


When no output from the transceiver is present in the set-up 
for a trapezoid test, the CRT surface may burn by the sharp spot with 
high brightness. The clamp circuit is used to deflect oll ithesspotinoms 
the screen when no signal is present. Withithe TRAP ork byes wirem 
ON position, the cathode circuitiot V 3b is) connected to these roundiada 
the V3b draws plate current when the CLAMP switch is pressed down. 


The plate current causes voltage drop across VR4-R20 which 
varies the horizontal deflection plate voltage and the spot moves to one 
side of the screen. When the transmitted signal is present, the RE voltage 
is impressed to the cathode of V5b (6AL5). This voltage is rectified by 
the V5b and its negative voltage is passed to the grid of V3b (12AT7) to 
stop conducting, which returns its plate voltage and the voltage of the 
horizontal deflection plate, causing the pattern to return to the normal 
displaying surface. 


TWOrT ON EZGENE RV LOR 


The Q101 and Q102 (2SC373) generate 1900 Hz tone signal and 
Q103 and Q104 (2SC373) generate 1500 Hz tone signal. The function 
switches marked 1900 and 1500 turn on two generator circuits independently 
or simultaneously. When the both switches are pressed down, two 
generators oscillate simultaneously and VR102 potentiometer is used 


ie 


to obtain same amplitude output. The VR104 is used for output level 
adjustment. The VRIO1 and VRIO3 are used to set the oscillating 
condition to produce pure sine wave. 


POWER SUPPLY 


The primary winding of power transformer is split into two 
windings for the purpose of operating the monitorscope at the different 
line voltage area. Otherwise specified, the transformer is wired for 
100 Volts operation. The secondary of the power transformer has five 
windings to deliver four different DC voltages and also AC heater supply 
for the tubes. A separate winding is used for CRT (Cathode Ray Tube) 
which requires high voltage insulation. The D401 and D402 (HG3) 
provide -1200 Volts for the CRT in full wave voltage doubler circuit. 
Four sets of 10D10, D301 - D304, provide +600 Volts in a full wave 
voltage doubler and return lead of the winding provides +300 Volts. 

The D403 - D406 (181941) are bridge-connected providing +30 Volts for 
the transistors. 


oy bape 


TOP VIEW 
3RP1A ae 


L,—_t_EaEse 7 
V> 
i2By7A—sddl 


Two Tone Generator Wee V,12BY7A 


Unit PB-1275 VRio4 Ls C26,C27 
VR 103 VR 
VRio2 
JN Geaelrere 14) 
BOTTOM VIEW 
Sweep Generator VR 
Unit PB-1276 fo Rectifier Unit A 
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x 
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Rectifier Unit B 
PB=l272 


Be currence 
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VOLTAGE MEASUREMENTS 


AC Voltage 
Pin No. 1 2 3 4 5 6 i 8 9 10 11 
12 
Tube | 
AsCoe ACC 
Vet 2B Y 7 A 2 0 E ies Se E 150 100 E 
Ae AC 
V2 12BY7A 23 0 E he ae E 280 280 E 
ACs C 
VeseleuAT 7 320 0 5 ae ae 290 0 0 E 
T 
Spey 4 3 RP 1A H mike 31 OK = 800 = 290 290 290 290 310 = H 
WaSnNGLA Is 5 0 0 a rome, (iheiiescen oan a 
higure 13 
RESISTANCE CHART 
Ohm 
Pin No. 
1 2 3 4 5 6 7 8 9 10 11 12 
| Tube i 
x 
Verl2 BY 7A 180 | 180K E 0 0 E 34K | 110K E 
* 
Vo .12BY 7A oo 45K E 0 0 E 20K | 65K E 
* 
Wesmalo ArT 7 100K | 200K | 1.8K 0 0 600K | 9M 20 E 
| I 
VA PSRP 1A 20 5M 5M | 3.5M = 600K | 3.5M | 170K | 1.2M | 320K 2: a 
V5 6ALS 7K 700 0 E 48K E 5M 


Value * varies with the setting of potentiometer on the front panel. 


Figure 14 
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OPERATION MANUAL 


GENERAL 


The model YO-100 Monitorscope is a measuring equipment 
for radio amateur use. This instrument consists of a monitor of 
"on the air'' signal and an oscilloscope. A two tone signal generator 
is buit-in for single sideband transmitter adjustment. The main 
function of the monitorscope is to monitor the transmitted signal on the 
scope, and it can also be used to observe the signal received with an 
optional receiver adaptor kit. The cabinet and front panel design of 


the YO-100 matches that of FT-101/277 and FT-201 series of 
amateur SSB equipment. 


SPECIFICATIONS 


VERTICAL AMPLIFIER 


Input Impedance - _nedeesmen 500 Killo Ohms 


Sensitivity ----------- 200 mV RMS/DIV 
| 5 mVRMS/DIVat 3.18 MHz 


Predquencyrhesponsce ie LOSI Z6tO 40 Kliewer ord es 
(Direct 1 - 60 MHz) 


HORIZONTAL AMPLIFIER 


Input Impedance - - - - - - - - 500 Killo Ohms 
Sensitivity ----------- 300 mV RMS/DIV 
Frequency Response - - - - - - 10 Hz to 16 KHz +3 dB 
Sweep | FeEquenCcy Poti ian. — 10 Hz to 10 KHz variable 


TONE GENERATOR 


Frequency -----*---+-+-- 1500 Hz and 1900 Hz approximately 
Output Voltage - -------- 50 mV nominal 


TRANSMITTER MONITOR 


Frequency Coverage - - - - - - 1.8 MHz to 60 MHz 
Input Impedance - ----- - - 50 to 75 Ohms 
Signal Power Limit ------ 10 Watts to 1 Killo Watts 
GENERAL 
Power Requirement - - - - - - 100/110/117/200/220 or 234 Volts AC 
at 50/60 Hz, 35 Watts 
Size -------------- 210 (W) x 150 (H) x 290 (D) mm 
Weight ------------- 6 Kg approximately 


ACCESSORIES 


Coax Cable (1) -------- 5D2V both ends with coax plug 


Coax Cable (2) -------- RG-58A/U with one end coax and 
the other end RCA plug 


Shielded Wire (2) 
RCA Plug (2) 

Fuse 1A (3) 
Alignment Tool (1) 


CONTROLS & SWITCHES 


Prior to using the monitorscope, it is recommended to 
understand thoroughly the function of each control and switch described 


below: 
1 Zz 
MONITOR SCOPE 
aa . INTEN SWEEP 
FOCUS & ASTIG FREQ 
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Lj air 
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Figure 1 
eet OOUS - AS TIG - These controls are used to adjust 


the clear and sharpcrace 4. There may 
be some interaction between these 
controls and INTENSITY control. 
Adjust them for the clearest trace. 


CoN IGN SET - This control varies the brightness 
of the pattern on the scope screen. 
Excessive brightness may burn the 
phosphor on the face of the CRT 
(Cathode Ray Tube). 


3 eee Wie bP ieiei® - This control adjusts the sweep 
frequency for the desired display. 


470) HH POSITION - This control determines the 
horizontal position of the displayed 
Datletin 


Seve EOOrLION - This control determines the 
vertical position of the displayed 
Patteun. 


Oxide A IN - This control is used to vary the 
gain of the horizontal amplifier. 


Tn Cap TEN LN - This control is used to vary the 
gain of the vertical amplifier. 
When the monitorscope is used 
as monitor, the pattern height can 
not be varied byathisscontrol ae mie 
transmitted signal pattern can be 
varied by the attenuator located on 
the rear apron of chassis. 


SY EUNCTIONISWITGHES 


POWER =. - Press/t0O power ON) Or. OF b. 
TONE ; - Press to two tone generator ON. 
CLAMP - With the mode switch in TRAP or 


RTTY position, this switch may be 
pressed to protect the phosphor 
from burn-out when the input signal 
is not present. 


Vien - select the vertical input to audio or 
to IF signal. 


9° MODE. SWITCHES 


TRAP - This switch is pressed for trapezoid 
pattern to check the amplifier linearity. 


Re berey: - This switch is pressed for RTTY 
cross pattern. 


SWEEP INT - This switch is used to change 
sweep frequency. 


INSTALLATION 


The monitorscope may be installed side by side with radio 
communication equipment for transmitter or receiver signal monitoring. 
The YO-100 monitorscope is designed to be used in many areas of the 
world using the power line supply voltage that may differ from the 
operator's local supply voltage. Therefore, before connecting the ACG 
cord to the power outlet, be sure that the voltage marked on the rear 
of the monitorscope agrees with the local AC supply voltage. 


GAUL TON 


PERMANENT DAMAGE WILL RESULT IF IMPROPER 
PieoUriisy VOLTAGE ISAPPLIED TO THE MONITORSCOPE. 


INITIAL SETTING OF THE CONTROLS 


The following set-up procedure is required prior to operating 
tnesmonitorscope. 


POCUS Ao biG awe. 2) 12 ol clock position 

PND OOIN Sie des Gl; erin yeu es S 4 iy 

Wie Ee R WO) sen ea ie LZ He uw 

Pee OSI LON sec. LZ , i 

Ve Doles ee ame. eed 2. a a 

eer eee lly, Ccounter=clockwise 
Vie a ere See ee ly Counter =clockwise 
MOD wea eaten eee OW LED IN loikK depressed 


Depress the POWER switch and wait until a bright trace is 
present on the screen of the scope. Adjust the INTEN control for a 
proper brightness. Excessive brightness for prolonged period of time 
may burn the phosphor on the CRT screen. 


Adjust the FOCUS-ASTIG controls for a clear and sharp trace. 
There is an interaction between these controls and INTEN control. 
Therefore, adjust them for the best focus at the desired brightness. 


Adjust the H. POSITION and V. POSITION to bring the spot 
to the center of screen. Rotate the H. GAIN control and observe that 
the spot produces a horizontal line in the center of the screen. 


ORT RA LION 


TRANSMITTER MONITORING 


The following instructions are for the transmitter having 
50 - 75 ohm coaxial output. 


(1) Connect the RF output of the transmitter (transceiver) or linear 
amplifier to either coaxial connector marked ANTENNA on the 
rear of the monitorscope as illustrated in Figure 2. Connect the 
dummy load or antenna to the other coaxial connector marked 
ANTENNA. 


(2) Set the TX ATT (Transmitter Attenuator) switch fully clockwise 
for a minimum coupling. 


(3) Push the POWER switch of the monitorscope and adjust the controls 
as described in the initial adjustment procedure: 


(4) Turn on the transmitter and adjust the TX ATT, H. GAIN and SWEEP 
FREQ controls for the desired pattern display. 


(5) Internal tone generator signal may be used for SSB or AM trans- 
mitter with the shielded cable. Use either of 1500 KHz and 1900 
KHz for signal tone test. In SSB transmission, press down both 
1500 KHz and 1900 KHz push buttons for two tone test. 


(6) Refer to the patterns on page 7 for the evaluation of the transmitted 
Signal. 


Antenna or 
Dummy Load 


SSB 
O Transmitter 


Mic. Jack 


[}——— 


Microphone 


Figure 2 
“ Ber da Sree a 


The followings are typical transmitted signal patterns displayed 
on the monitorscope screen when itis connected as Figure 2. 


TRANSMITTED SIGNAL PATTERNS 


6000 


(E) (F) (G) 


Hieure = 3 
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(A) SSB signal voice modulated. Correctly adjusted. 


(B) SSB signal voice modulated. Excessive mic gain or insufficient 
loading. Flat topping is seen. 


eT a 


(Gi Pure -GWesicnale 

(D) CW signal with hum and key click. 

(E) SSB signal two tone modulated. Correctly adjusted. 
(F) SSB signal single tone modulated. Carrier leaking. 


(G) SSB signal single tone modulated. Correctly adjusted. 


Rie RAZ Ol DS iio 


Set up the monitorscope and the transmitting equipment as 
illustrated in Figure 4 for linearity test of the RF amplifier.. The 
patterns from this test is called as trapezoid pattern. Press down the 
TRAP switch on the front panel. 


(1) Connect a coaxial cable from the output of the exciter to J5 
connector marked EXCITER and connect the other connector J6 
to the input of the linear amplifier under test with a coaxial cable. 


(2) Connect a coaxial cable from the RF output connector of the linear 
amplifier to either ANTENNA connector on the monitorscope. 
Connect the dummy load or antenna to the other ANTENNA connector 
of the monitorscope. 


(3) Connect a shielded cable from the TONE OUT J1 of the monitorscope 
to the microphone input of the exciter. 


(4) Push the POWER switch of the monitorscope and adjust the controls 
as described in the initial adjustment procedure. 


(5) Turn on the exciter and linear amplifier and adjust the TX ATT 
switch and H.GAIN control of the monitorscope for the desired 
pattern display. 


(6) Refer to the patterns on page 9 for the evaluation of the linearity 
of the linear amplifier under test. 


NOTE : To avoid the burn-out of the screen phosphor when there is 
no output from the transmitter, the CLAMP switch may be 
pressed to deflect the bright spot off the side of the screen. 
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Antenna or 
Dummy Load 


BAGCITER > 


a Figure 4 


(D) 


Figure 5 
Ea i 
(A) Good linearity. 


(B) Modulation less than 100% and good linearity. 


TRAPEZOID PATTERNS 


Non-linear pattern indicating overdrive, insufficient antenna 
loading, grid current curvature or regeneration. 


Non-linear pattern indicating regeneration or excessive grid 
bias. 


Non-linear and parastic oscillation on modulation peak. 


Unmodulated carrier. 
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(1) 


Connect a shielded cable from the mark terminal of the RTTY 
terminal unit to the HORIZ input J4 and the other cable from the 
space terminal to the AF (vertical input) J2 of the monitorscope, 
as illustrated in Figure 6. 


Set the front panel controls as described in the initial adjustment 
procedures. Make sure that V.IN push button switch on the front 
panel is at out (AF) position. Push the RTTY switch in and press 
the CLAMP switch down to protect the screen phosphor from burn- 
Out. 


The mark and space output of the terminal unit should be adjusted 
for-an equal output when thesreceiver is) properiyeiunedsinwalo 
check the equal output, insert the mark and space signal alternately 
into the vertical input of the scope and adjust the balance poten- 
tiometer.of the terminal-unituntil the equal me1ghiniclobtained: 


Aiter the setting of the balance potentiometer tor equal output das 
described above, adjust the V.GAIN and H.GAIN controls for the 
cross pattern of equal length of horizontal and vertical trace. 
Once the desired pattern has been set, the gain controlssonitie 
monitorscope should not be changed. 
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Mark Voltage 


RTTY Converter 
‘Leérminal Unit 


Space Voltage 


Figure 6 
Reber! LOR NS 
(A) 
(C) (D) 
idee bis corey; 


Mark only. 


Space only. 


(B) 
(B) 


Palgly ssipial properly, shiited and the receiver correctly tuned. 


Incorrect shift space tuned in. 


Incorrect shift mark tuned in. 


nel ie 


RECEIVER MONITORING 


The YO-100 monitorscope can be used with a receiver that 
has one of the following IF frequencies: 50 to 150 KHz or 3180 KHz. 
A kit is available for the receiver with 455 KHz.or 9 MHz IF frequency. 


The scope should be connected to the last IF stage of the 
receiver as illustrated in Figure 8 and Figure 9. The coupling capacitor 
must be as.small as possible to avoid the effect to the IF tuning circuit 
of the receiver. The capacitance of approximately 2 pf is used for 
proper pattern with maximum vertical gain setting. For this measure- 
ment, set the V.IN switch to IF position, SWEEP INT to 100 Hz, and 
TRAP to OFF position. The IF input circuit of the YO-100 is tuned to 
3180 KHz which is the common IF frequency of FT-101/277 and 
FT-400/401B/505 series SSB equipment. The FR-400/500 and 
FR-50B have the IF frequency of 455 KHz and the FT-200/250, FT-201 
and FT-501 have 9 MHz IF. For these equipment, an optional input 
circuit is available through your dealer. 
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FT-101 MODIFICATION 


: : 
© Chemical 
i) Condenser 


Simm 10mm 
: ALP TB 
4[- E) B 
BUR Use coax cable 
; : Roles l PSDavirory 
Put insulating tape PB-1183 | = 1.7C2V 
to avoid the wire to| ; : 
contact to the 
printed board. 
Figure 8 
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FT-400/401/B MODIFICATION 


C777 
LLL TI 9 
“a 


ELNA 

16oWV334F _ KY) 
le 
& 


4q Ee 
© Chemical © Nu, 
Condenser i 
() Ae 2 


Vea | be Oo 
be. 
v4 SRicaer Repeal eee Wate en os 
200 ten ee Te ae i ie | 
/ 1.5D2V.1.7C2V. Use coax cable. 


Ensure that wiring 
does not touch to 
the printed board. 
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The received pattern may not be idential to the transmitted 
pattern, as the received signal passes through a sharp filter in the 
receiver IF section and also is affected by the receiver AGC section. 
The bandwidth of the receiver IF filter affects the display of the actual 
transmitted signal. The IF bandwidth is required 10 times of the 
actual modulated signal in order to prevent the distortion. This means 
that a 3 KHz filter can only produce 300 Hz signal without distortion. 
Therefore, attention must be paid, as the flat topping SSB signal may be 


ie aes 


displayed as if it were acceptable on the RF envelope patter. Please 
refer to Figure 10. 


With the AGC ON, the leading portion of the waveform may 
be displayed with higher amplitude than normal. This problem can be 
avoided when the receiver AGC is turned off and the RF gain is reduced 
sufficiently to prevent over loading. 


RECEIVER PATTERNS (1000 - Severe Flat Topping) 


Signal at Receiver Bandwidth 
iba y yess 3 KHz 6 KHz 16 KHz 
FaowrenelO 


OSCILLOSCOPE USE 


The YO-100 monitorscope can be used as a conventional 
oscilloscope for test applications. For these applications, the TRAP 
and CLAMP switches must be set to OFF position, and V.IN switch to 
AF position. 


In addition to the use of the monitorscope described above, 
much information may be found in ''The Radio Amateur Hand Book"! 
published by ARRL. 


CIRCUIT DESCRIPTION 


The block diagram may be helpful to understand the performance 
of the monitorscope. Please refer to the block diagram on page 20. 
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TRANSMITTER MONITORING 


When the transmitter signals are connected to a 50 to 72 ohm 
transmission line which is terminated with matched load, ten to several 
Killo Watts signals can be monitored on the scope. 


A portion of the transmitter power is sampled from the feed 
line when the transmitter's antenna feed line is coupled to the antenna 
connector of the monitorscope. The RF voltage is applied to the 
vertical deflection plate through the attenuator switch in order to obtain 
Pooper height on the CRT screen. 


RECEIVER MONITORING 


When the V.IN switch is pressed to IF position and the input 
circuit is properly wired so that the input circuit is turned to the 
receiver IF frequency, the receiving signal can be observed in the 
following way. 


The signal is sampled when the last stage of the receiver 
IF amplifier is properly connected to the monitorscope input J3 (IF Jack) 
from the IF stage of the receiver and then applied to the first IF amplifier 
Ql (2SK19GR) through V. GAIN control potentiometer VR2. 


The second IF amplifier tube (l2ZBY7A) amplifies the signal 
foune sufficient level to produce proper pattern on the screen. The 
amplified signal is applied to one of the vertical deflection plates through 
function switch. Inductance L2 and L3 are tuned to the IF frequency of 
EeCaWeCeIVEY . 


fOr thesavdioO sionals such as RT IY mark or space, the 
signal is applied to the J2 vertical input jack and fed to the grid of a 
vertical amplifier tube V1 (12BY7A) through the gain control potentio- 
meter VR1. The V1 works in configuration of resistance coupled 
amplifier and amplifies the signal to the sufficient level to produce 
proper pattern on the screen. The cathode circuit of Vl and V2 is 
opened by the function switch Sle when it is not in use. 


te So = 


HORIZON VAIz CIR GUE 


The voltage applied to the horizontal deflection plate is 
selected by the mode switch. When the TRAP (trapezoid) switch is 
pressed, the input signal from J5 and J6 is rectified by V5 (6AL5) and 
applied to the grid of V3a (1ZAT7) through the H.GAIN control VR8. 

The amplified signal by V3a is then fed to the horizontal deflection plate 
through C20. With the RTTY switch pressed position, the input signal 
from J4 is directly fed to the grid of V3a through H.GAIN control. 


The SWEEP INT switch selects the frequency of internal sweep 
oscillator. The sweep frequency is varied from 10 Hz to 10 KHz with 
the switches marked 100, 1K, 10K (Hz) and the potentiometer marked 
SWEEP FREQ on the front panel. Q201 - Q205 generate sawtooth signal 
-for the deflection plate. 


CLAMP CIRCUIT 


When no output from the transceiver is present in the set-up 
for a trapezoid test, the CRT surface may burn by the sharp spot with 
high brightness. The clamp circuit is used to deflect off thetspotitrt om 
the screen when no signal is present. With the TRAP or RTTY ‘switch 
ON position, the cathode circuit of V3b is connected to the ground and 
the V3b draws plate current when the CLAMP switch is pressed down. 


The plate current causes voltage drop across VR4-R20 which 
varies the horizontal deflection plate voltage and the spot moves to one 
side of the screen. When the transmitted signal is present, the RF voltage 
is impressed to the cathode of V5b (6AL5). This voltage is rectified by 
the V5b and its negative voltage is passed to the grid of V3b (12AT7) to 
stop conducting, which returns its plate voltage and the voltage of the 
horizontal deflection plate, causing the pattern to return to the normal 
displaying surface. 


TWO TONE GENERATOR 


The Q101 and Q102 (2SC373) generate 1900 Hz tone signal and 
Q103 and Q104 (2SC373) generate 1500 Hz tone signal. The function 
switches marked 1900 and 1500 turn on two generator circuits independently 
or simultaneously. When the both switches are pressed down, two 
generators oscillate simultaneously and VR102 potentiometer is used 


aay Tae 


to obtain same amplitude output. The VR104 is used for output level 
adjustment. The VR101 and VR103 are used to set the oscillating 
condition to produce pure sine wave. 


POW beheoUPPLCY 


The primary winding of power transformer is split into two 
windings for the purpose of operating the monitorscope at the different 
line voltage area. Otherwise specified, the transformer is wired for 
100 Volts operation. The secondary of the power transformer has five 
windings to deliver four different DC voltages and also AC heater supply 
for the tubes. A separate winding is used for CRT (Cathode Ray Tube) 
which requires high voltage insulation. The D401 and D402 (HG3) 
provide -1200 Volts for the CRT in full wave voltage doubler circuit. 
Four sets of 10D10, D301 - D304, provide +600 Volts in a full wave 
voltage doubler and return lead of the winding provides +300 Volts. 

The D403 - D406 (181941) are bridge-connected providing +30 Volts for 
the transistors. 
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Two Tone Generator 
Unit PB-1275 
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BOTTOM VIEW 


Sweep Generator 
Unit PB-1276 . Rectifiers Unit A 
PB-1271 
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Rectifier Unit B 
PB-1272 
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VOLTAGE MEASUREMENTS 


ACG Voltage 
Pin No. ; ie | [ 
1 D 3 4 5 6 7 8 ae ee i 12 
Tube 
ay ie ae il ; af 0 | T ay ii if 
Vl 1W2BY7A 2 0 E AC | AC E 150 | 100 E 
ea 63 
V2 12BY7A | 23 0 E oor a E 280 | 280 E 
Leaks ees. | le jena Sek | ae ml 
V3 12AT7 | 320 0 5 Rica-a¢ 290 0 0 | E | 
1320 | pie aie 6:3 | Z 
eyes? 4 ul “al ab = i 
eve et | HiT ok met oK meso, = 290 | 290 | 290 | 310 Pe H 
a BOE er [ = hi Senne 
AC | 
Wee 6 Aly 5 0 0 Ee 02s er bees 
ta ln, Ee Se lle a oe | a iss | 
| 
Figure’ 13 


PReeolS TANCE CHART 


Ohm 
fo Pi [ | ] si | | 
in No. 
Tube al! = = 4 a) eres peel LT J 
ara ioB Yi VA 180 | 180K | E 0 0 E 34K | 110K E 
3 E _ a fe tt lhe it “| a 
V2 12BY7A ao 45K aad a0 0 E 20K | 65K E | 
= | = | ae 4! ts y| 
* 
Voted? A Ts Fe) 100K.|..200K_ | 128K 0 0 600K | 9M oo E 
ie ee seek ret ci at 4 msl b, = oaks 
V4 3RP LA | a 5M 5M | 3.5M = 600K | 3.5M | 170K | 1.2M | 320K = ao 
: ae a | zs a 
es c6 A LS 7K 700 | 0 E 48K E 5M | 
wi “ . ee Se it 


Value * varies with the setting of potentiometer on the front panel. 


Figure 14 
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NOTE: 


ALL RESISTORS IN QO I/2WiZIO% 
UNLESS OTHERWISE NOTED. 


2.ALL CAPACITORS IN uF 
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V5b 6AL5 (1/2) 


V3b I2AT7 (1/2) 


ATs 


UNLESS OTHERWISE NOTED. 
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